
The 2010 ADA Standards for Accessible Design 
 
 

Key features of the updated ADA Standards for 
Design & accessibility requirements of the  

Virgin Islands Building Code 

 
 
 
 



 The DBTAC-Northeast ADA Center is part of a national network of 
centers which provide complete up-to-date information, referrals, 
resources, and training on the Americans with Disabilities Act (ADA).  

 
 We serve businesses, employers, government entities, and individuals 

with disabilities as well as the media. We also conduct research which 
increases our knowledge of best practices for the employment with 
people with disabilities. The DBTAC ςNortheast ADA Center serves 
New York, New Jersey, Puerto Rico and the US Virgin Islands.  

 
 This program is part of Project#H133A060088 

 

 



Northeast ADA Center  
 
 

Employment and Disability Institute  
 

201 Dolgen Hall  
Cornell University  

Ithaca, NY 14853-3901  
 

Phone: 1-800-949-4232 
 

(Voice / TTY / Spanish-New York, New Jersey, Puerto 
Rico and the US Virgin Islands) 

 
northeastada@cornell.edu 

 

mailto:dbtacnortheast@cornell.edu


 

ÅPrivate, National Not for Profit 
Organization 

ÅEstablished in 1946 as Eastern Paralyzed 
Veterans Association  

ÅMost members have a spinal cord injury 
or disease 

ÅName changed in January, 2004 to 
United Spinal Association  

Headquarters: 

Jackson Heights, NY 

Regional Offices: Philadelphia, Buffalo, 
Naples, FL &  Washington DC 

www.unitedspinal.org 

 

ÅAccessibility Training Programs 
 
ÅPlan Review Services 
 
ÅConsulting 
 
ÅSite Assessments & Reporting 
 
Å3rd Party Inspectors 

 
www.accessibility-services.com 
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Jennifer Perry 

Compliance Specialist 

 Accessibility Services 

Phone: 718.803.3782 #7502 

jperry@accessibility-services.com 

 

www.accessibility-services.com 

 

mailto:jperry@accessibility-services.com
mailto:jperry@accessibility-services.com
mailto:jperry@accessibility-services.com
http://www.accessibility-services.com/
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United Spinal Association is a 
Registered Provider (#I001) with The 
American Institute of Architects 
Continuing Education Systems.  

Credit earned on completion of this 
program will be reported to CES 
Records for AIA members.  

Certificates of Completion for non-
AIA members available on request. 
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This program is registered with the 
AIA/CES for continuing professional 
education.  
 
As such, it does not include content 
that may be deemed or construed to 
be an approval or endorsement by 
the AIA of any material of 
construction or any method or 
manner of handling, using, 
distributing or dealing in any 
material or product.  
 
Questions related to specific 
materials, methods and services will 
be addressed at the conclusion of 
this presentation. 



¢ƻŘŀȅΩǎ ǇǊƻƎǊŀƳ ǿƛƭƭ ǊŜǾƛŜǿ ǘƘŜ ŦƻƭƭƻǿƛƴƎΥ  
 

 - Effective dates for the 2010 ADA Standards for 
Accessible Design, 

 
- Review the format/layout of the 2010 ADA Standards for 

Accessible Design 
 

- Review the major differences between 1991 ADAAG and 
the 2010 ADA Standards for Accessible Design - including 

information on the ¦Φ{Φ ±ƛǊƎƛƴ LǎƭŀƴŘΩǎ .ǳƛƭŘƛƴƎ /ƻŘŜ 
accessibility requirements.  

 
The focus of this course is commercial occupancies. 



Update to the Department of Justice ADA 
Regulations & Standards 

 -On July 26, 2010, the 20th anniversary of the signing of the Americans with 
Disabilities Act (ADA), the Department of Justice (DOJ) announced the issuance 
of revised ADA Regulations governing Title II and Title III entities (2010 
Regulations) which included revised ADA Accessibility Guidelines for Buildings 
and Facilities (2010 ADA Standards for Accessible Design). 

 

-The 2010 ADA Standards for Accessible Design are based on the US Access 
.ƻŀǊŘΩǎ 2004 ADA/ABA Accessibility Guidelines. 

 

-The 2010 Regulations became effective on September 15, 2010.  

 

-On March 15, 2012 compliance with the  2010 ADA Standards for Accessible 
Design will be required for new construction, alterations to existing facilities, and  

existing structures to the extent they must comply with their ongoing obligation 
for readily achievable barrier removal (the removal of inaccessible elements 
without much difficulty or expense). 



The Building Code 

Å In addition to the ADA, there are several other Federal laws 
that impact accessibility. Additionally, most state/local 
building codes apply accessibility requirements to commercial 
and multi-family residential construction. 

ADA  ABA 

Section 504 
Fair Housing 

Act 

State Building 
Code 
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U.S. Virgin Islands Building Code 
Accessibility Requirements 

ÁScoping  
Requirements: 

 ά²ƘŀǘΣ ²ƘŜǊŜ ϧ Iƻǿ aŀƴȅέ 
(Title 29 -Chapter 5.  Building Code   

29 V.I.C. § 292   

2003 International Building Code (IBC) is base  

for code (Chapters 1-35 & Appendices adopted) & 

ÁTechnical 
Requirements: 

 άIƻǿέ 
 (ICC/ANSI A117.1-2003) 

Available at: 
http://www.lexisnexis.com/hottopics/vicode/  
For more information contact DPNR 
http://building-permits.dpnr.gov.vi/  
 

 

USVI 

Title 29-Chapter 5A.   
Access to Public Buildings by Physically Disabled 

http://www.lexisnexis.com/hottopics/vicode/
http://www.lexisnexis.com/hottopics/vicode/
http://building-permits.dpnr.gov.vi/
http://building-permits.dpnr.gov.vi/
http://building-permits.dpnr.gov.vi/
http://building-permits.dpnr.gov.vi/


Accessibility laws are often 
cumulative. 

 

 

Remember: Building officials 
enforce the code, while 

designers are responsible for 
meeting all applicable 

requirements. 



ADA Title II ς άtǊƻƎǊŀƳ 
!ŎŎŜǎǎƛōƛƭƛǘȅέ 

ÅState & local governments must ensure that individuals with 
disabilities are not excluded from services, programs and 
activities because programs are not accessible. 

 
ÅPublic entities will not have to make each facility accessible 
ǘƻ ƛƴŘƛǾƛŘǳŀƭǎ ǿƛǘƘ ŘƛǎŀōƛƭƛǘƛŜǎ ŀǎ ƭƻƴƎ ŀǎ άǇǊƻƎǊŀƳ ŀŎŎŜǎǎέ ƛǎ 
ensured. 

 For example: Relocating a workshop from the 2nd to 1st floor. 
 
ïά¦ƴŘǳŜ .ǳǊŘŜƴέ standard ς places responsibility on the 

public entity to demonstrate that any accessible 
modifications/accommodations would result in a 
fundamental alteration in the nature of a service or 
program, or cause excessive financial and administrative 
burden. 

 
 



ADA Title III ς ά.ŀǊǊƛŜǊ wŜƳƻǾŀƭέ {ǘŀƴŘŀǊŘ 

ÅTitle III requires that private entities that own, operate, or 
lease places of public accommodation may not 
discriminate on the basis of disability in providing goods 
and services and must remove all structural and 
architectural barriers to accessibility by persons with a 
disability if such removal is "readily achievable." (Easily 
accomplishable without much difficulty or expense) 

 

 

 



Barrier Removal & Title III of the ADA ς No such 
ǘƘƛƴƎ ŀǎ άƎǊŀƴŘŦŀǘƘŜǊŜŘέΗ 

 
ÅBarriers can often be removed by making small changes to the 

physical environment, HOWEVER, the exact costs that must 
be spent on barrier removal are not detailed in the ADA.   

 

ÅThe judgment of what is readily achievable is done on a case-
by-case basis.  This process is not a one-time effort, but rather 
is something that must continually be re-evaluated.  
Something that is cost prohibitive today for a facility, might be 
ŀŦŦƻǊŘŀōƭŜ ƛŦ ǇƭŀƴƴŜŘ ŦƻǊ ƛƴ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ȅŜŀǊΩǎ ōǳŘƎŜǘΦ 



 άΧ!ǎ ǇŀǊǘ ƻŦ ǘƘƛǎ ǳǇŘŀǘŜΣ ǘƘŜ !ŎŎŜǎǎ .ƻŀǊŘ Ƙŀǎ 
made its guidelines more consistent with 

model building codes, such as the International 
Building Code (IBC), and industry standards.  It 

coordinated extensively with model code 
groups and standard-setting bodies throughout 

the process so that differences could be 
ǊŜŎƻƴŎƛƭŜŘΧέ  

 

A Note on the 2010 ADA Standards for 
!ŎŎŜǎǎƛōƭŜ 5ŜǎƛƎƴΧ 



ADA  
 The Prior Regulatory Framework 

ÅThe 1991 Regulations 

 

ÅADA Accessibility Guidelines for Buildings and 
Facilities (ADAAG) 

 

www.ada.gov  
(for full announcement) 
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ADA  
The New Regulatory Framework 

 
 ÅThe 2010 Regulations (28 C.F.R. Parts 35 and 36) 

ïPublished in the Federal Register on September 15, 
2010 

ïWill Become Effective March 15, 2011 (except for 
provisions relating to hotel reservations, which 
become effective on March 15, 2012) 
 

ÅThe 2010 ADA Standards for Accessible Design 

ïCompliance Permitted as of September 15, 2010 

ïWill Become Mandatory on March 15, 2012 
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ADA ς Highlights of Key Regulatory Changes for 
Titles II and III 

ÅSafe Harbor.   

ï¢ƘŜ ƴŜǿ ǊŜƎǳƭŀǘƛƻƴǎ ƛƴŎƭǳŘŜ ŀ ƎŜƴŜǊŀƭ άǎŀŦŜ 
ƘŀǊōƻǊέ ǳƴŘŜǊ ǿƘƛŎƘ ǘƘƻǎŜ ŜƭŜƳŜƴǘǎ ƛƴ 
covered facilities built or altered in 
compliance with the 1991 Standards are not 
required to be brought into compliance with 
the 2010 Standards until those elements are 
scheduled for alteration.   
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ï¢ƘŜ άǎŀŦŜ ƘŀǊōƻǊέ does not apply to those elements in 
existing facilities that were not governed by the 1991 
Standards, but are now governed by the new 
regulations. 

Åi.e. swimming pools, play areas, recreational 
boating facilities, fishing piers and platforms, and 
others. 

ÅAs to Title II, the new regulations also provide 
additional requirements for detention and judicial 
facilities and covered residential dwelling units. 

 

19 



Note for Pools ς DOJ has delayed 
effective date and issued NPRM 

 ÅOn Thursday, March 15, 2012, Attorney General Eric Holder 
signed a final rule extending the date for compliance with 
sections 242 and 1009 of the 2010 Americans with Disabilities 
Act (ADA) Standards for Accessible Design as it relates to the 
provision of accessible entry and exit to existing swimming 
pools, wading pools, and spas for a period of 60 days after the 
publication of the rule in the Federal Register. (May 21, 2012) 

ÅOn that same day, the Attorney General also signed a Notice 
of Proposed Rulemaking (NPRM) seeking public comment on 
whether a longer period of time would be appropriate to 
allow pool owners and operators to meet their compliance 
obligations.  

Åhttp://www.ada.gov/regs2010/ADAregs2010.htm 
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ADA - Triggering Event for Compliance  

ÅTitle II 

 If the start date for construction is on or after 
March 15, 2012, all newly constructed or 
altered State and local government facilities 
must comply with the 2010 Standards.  Before 
that date, the 1991 Standards (without the 
elevator exemption), the UFAS, or the 2010 
Standards may be used for such projects when 
the start of construction commences on or after 
September 15, 2010. 
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ADA - Triggering Events for Compliance 
 

ω Title III π bŜǿ ŎƻƴǎǘǊǳŎǘƛƻƴ ŀƴŘ ŀƭǘŜǊŀǘƛƻƴǎ ǎƘŀƭƭ ŎƻƳǇƭȅ 
with the 2010 Standards if: 

  

 Date when last application for building permit or permit 
extension is certified to be completed by State, county or 
ƭƻŎŀƭ ƎƻǾΩǘΦΣ ƻǊ ƛŦ ƭƻŎŀƭ ƎƻǾǘΦ ŘƻŜǎ ƴƻǘ ŎŜǊǘƛŦȅ ŎƻƳǇƭŜǘƛƻƴ ƻŦ 
applications, date when last application is received, is on 
or after March 15, 2012 

 

 *Note: If no permit is required, start of physical 

 construction or alterations on or after March 15, 2012 
triggers compliance* 
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ADA ς Highlights of Key Regulatory 
Changes for Titles II and III 

ÅException for Structural Impracticability.   

ïThe new regulations provide that full compliance with the 
requirements for new construction and alterations is not 
required where the public entity or public accommodation  

ÅάŎŀƴ ŘŜƳƻƴǎǘǊŀǘŜ ǘƘŀǘ ƛǘ ƛǎ ǎǘǊǳŎǘǳǊŀƭƭȅ ƛƳǇǊŀŎǘƛŎŀōƭŜ ǘƻ 
ƳŜŜǘ ǘƘŜ ǊŜǉǳƛǊŜƳŜƴǘǎέ ǎǳŎƘ ŀǎ ƛƴ ǘƘƻǎŜ άǊŀǊŜ 
circumstances when the unique characteristics of terrain 
ǇǊŜǾŜƴǘ ǘƘŜ ƛƴŎƻǊǇƻǊŀǘƛƻƴ ƻŦ ŀŎŎŜǎǎƛōƛƭƛǘȅ ŦŜŀǘǳǊŜǎΦέ  

ÅHowever, the public entity or public accommodation is 
required to comply in other aspects or features to the 
maximum extent practicable. 
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ADA ς Key Aspects of the 2010 
Standards 

ÅThe US Department of Justice has adopted 2010 ADA 
Standards design standards that include the relevant 
ŎƘŀǇǘŜǊǎ ƻŦ ǘƘŜ !ŎŎŜǎǎ .ƻŀǊŘΩǎ нллп !5!κ!.! 
Accessibility Guidelines  

 

ÅThese design standards have been harmonized with 
the Federal standards implementing the 
Architectural Barriers Act (ABA) and with the private 
sector model codes that are adopted by most States.  
bƻǿ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ά2010 Standards for Accessible 
5ŜǎƛƎƴέ 
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New Format  

ÅNumbering system  

ÅNew figures 

(informational only) 

ÅAll dimensions in text  

   (not just figures) 

ÅNew advisory notes 

follow provision 

    



Chapter 1 - Conventions 

ÂDimensions ς range instead of absolute dimension 
where possible 

ÂConstruction and manufacturing tolerances 
(absolute dimensions) 

ÂCalculation of percentages  

ÂFigures ς informational; text governs 



Chapter 1: Section 105 
Referenced Standards 

National Fire Protection 

Association 

www.nfpa.org 

American Society for 

Testing and Materials 

www.astm.org 
International Code Council 

International Building Code 

www.iccsafe.org 

American Society of Mechanical 

Engineers  

www.asme.org www.ansi.org 



ADA Section 103 ς ά9ǉǳƛǾŀƭŜƴǘ 
CŀŎƛƭƛǘŀǘƛƻƴέ 

 Permits departures providing equal or greater access 

ICC/ANSI A117.1 ς 2003 ς 
ά/ƻƳǇƭƛŀƴŎŜ !ƭǘŜǊƴŀǘƛǾŜǎέ 

 Nothing in this standard is intended to prevent the use of 
designs, products, or technologies as alternatives to those 
prescribed by this standard, provided they result in 
equivalent or greater accessibility and such equivalency is 
approved by the administrative authority adopting this 
standard. 
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Note: 
 

-All citations noted in this presentation are 

from the 2010 ADA Standards unless 
indicated otherwise. 

 
-Areas where the Virgin Islands Building 

Code differs from the 2010 ADA Standards 
are indicated in RED font. 
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ADA - CHAPTER 2 
 

Scoping Requirements (201) 

   Premise: 

   All areas of newly designed/ constructed 
facilities to comply, unless indicated 

 

   Exceptions more thoroughly covered 



Existing Buildings and Facilities 
(202) 

ÅAdditions 

ÅAlterations 

ïTechnical Infeasibility  

ïPrimary Function Areas ς Path of Travel 
requirements (20% Rule) 

ïQualified Historic Facilities 

 

 



General Exceptions (203) 

ωRaised areas 
ïfor security, life or fire safety  

ωLimited access spaces 
ïladders, catwalks, etc 

ωMachinery spaces 
ïfrequented only by service personnel for occasional 

maintenance. . . 

ωSingle occupant structures  
ïe.g., toll booths 

 



General Exceptions (203) 

ωCommon use spaces not serving accessible cells 
or dwelling units in detention and correction 
facilities and residential facilities  

 

ωVarious spaces in recreation facilities such as 
raised boxing rings, diving boards and water 
slides 

 

ωAnimal containment areas not for public use 

 





203.9 ADA ςEmployee 
Work Areas 

 

ωSpaces and elements 
within work areas shall 
only be required to 
comply with  206.2.8, 
207.1, and 215.3 and 
should be constructed 
so that employees can 
άŀǇǇǊƻŀŎƘΣ ŜƴǘŜǊΣ  
& exit employee          
ǿƻǊƪ ŀǊŜŀǎέΦ  

(Exception: employee  work areas 
less than *300 sq ft. AND 
raised 7 in. or more where elevation 
is essential to the function of the 
space.    
*Note that the Virgin Islands Building 
Code exempts work areas that are 
less than 150 square feet and raised 7 
inches or more where elevation is 
essential to the function of the space. 



A Quick Primer: 
 

!ŎŎŜǎǎƛōƛƭƛǘȅ ά.ǳƛƭŘƛƴƎ .ƭƻŎƪǎέ 
Chapter 3 
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304.3.1 Circular Space 

 2010 ADA 
Standards -Turning 
Space (304) 

 Clarification: 
 

Â The space shall be 
permitted to include 
knee/toe clearance 
compliant with Section 
306 

Â Doors can swing into 
turning space 



 
305.5(a) Forward Approach         305.5(b) Parallel Clear  
Clear Floor/Ground Space   Floor or Ground Space 
     



Knee Clearance (306.3) 



Toe Clearance (306.2) 



Reach Ranges (308) 
Max. Reach ς пуέ 
 
Min. Reach ς мрέ 
 
(forward & side) 
 
ϝϝbƻǘŜ /ƘƛƭŘǊŜƴΩǎ  
Reach Ranges for  
elements such as coat hooks,  
lockers, or operable parts  
designed for use primarily  
by children** 

 



Obstructed High Side (308.3.2) & 
Forward Reach (308.2.2) 
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307.2 Limits of Protruding 
Objects 
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Protruding 
Objects 
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2010 ADA Standards - Accessible 
Routes (206) 

 Scoping for routes & route elements located in 206: 

 

Ålocation  

Åentrances  

Ådoors  

Åelevators  

Åplatform lifts  

Åsecurity barriers  



2010 ADA Standards - Accessible Routes 
(Chapter 4) 

ÅAccessible Routes 

ÅWalking Surfaces 

ÅDoors, Doorways, Gates 

ÅRamps 

ÅCurb Ramps 

ÅElevators 

ÅLimited Use/ Limited Application Elevators 

ÅPrivate Residence Elevators 

ÅPlatform Lifts 

 



Accessible Route Components 
Å80 inches minimum clear head room 

 

Å36 inches clear width (32 inches at accessible doors) 

 

ÅPassing space at least 5 ft. minimum X 5 ft. minimum 
provided at reasonable intervals, if less than 60 inches of 
clear width is provided along an accessible route. 

 

ÅFirm, stable, slip resistant surfaces 

 

ÅSlope may not exceed 5% (1:20) for walking surfaces; cross 
slope may not exceed 1:48 (2%). 



Accessible Route Continued- 
ÅChanges in level between ¼ inch and ½ inch must be 

beveled with a slope no greater than 1:2. 

 

ÅCarpeting shall be securely attached, maximum pile 
thickness of ½ inch, exposed edges attached to ground 

 

ÅGratings ς shall have spaces no greater than ½ inch wide in 
one direction. Gratings shall be placed so that the long 
dimension is perpendicular to the prominent direction of 
travel  

 

ÅtǊƻǘǊǳŘƛƴƎ hōƧŜŎǘǎ ǊŜǉǳƛǊŜƳŜƴǘǎΧ 



Allowance for Reducing Accessible Route 
Clear Width for Walking Surfaces ς 

403.5.1 
1991 ADAAG Figure 24e 



Site Arrival Points 
 206.2.1 

 Accessible routes within 
the site shall be provided 
from: 

 
-public transportation stops; 
-accessible parking;  
-accessible passenger 

loading  zones;  
-public streets or sidewalks 
 
  to the accessible building 

entrance served.  
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Public Rights of Way Draft 
Guidelines from US Access 
Board 
www.access-board.gov 
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Within A Site ς 206.2.2 
ÅAt least one accessible 

route shall connect 
accessible buildings, 
accessible facilities, 
accessible elements and 
accessible spaces that 
are on the same site.  
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2010 ADA Standards - Accessible Routes 

 

 

 

Å   Site Arrival Points and Within a Site 
New 206.2.1 Exception 2 and 206.2.2 Exception: 
 
Accessible routes not required on a vehicular way not 
providing pedestrian access. 
 

 



2010 ADA Standards - Accessible 
Routes 

 

 

 

Location 
 
ω  206.2.6 - Performance 
areas ς direct connection 
from seating areas, where 
provided, must be accessible 
 
ω  206.3 - If circulation path is 
interior, accessible route must 
be interior 
 

 



2010 ADA Standards - Employee Work 
Areas 

206.2.8 ς (Accessible Routes) Circulation paths 
accessible except where: 

 

ÅWork areas less than 1000 sq. ft.* defined by 
permanent partitions, casework, counters, or 
furnishings  

ï(*Note that the Virgin Islands Building Code exception states 
that work areas less than 300 sq. ft. qualify for this exception 
(1104.3.1 Exception 1)* 

ÅPaths =  integral part of equipment 

ÅExterior areas fully exposed to weather 



2010 ADA Standards - Press Boxes 
206.2.7 

     New exception: 
  
ω 500 sq ft or less  &      
    (aggregate area) 
 
ω on bleachers entered  
    on 1 level  

 
ω free-standing ς ŜƭŜǾŀǘŜŘ мнΩ ƻǊ ƳƻǊŜ   

   



208.3.1 Location of Accessible Parking Spaces 

ÅParking spaces complying with 502 that serve a particular 
building or facility shall be located on the shortest accessible 
route from parking to an entrance complying with 206.4.  

ÅWhere parking serves more than one accessible entrance, 
parking spaces complying with 502 shall be dispersed and 
located on the shortest accessible route to the accessible 
entrances. 

Å In parking facilities that do not serve a particular building or 
facility, parking spaces complying with 502 shall be located on 
the shortest accessible route to an accessible pedestrian 
entrance of the parking facility. 

 

 

 



208.3.1 Accessible Parking Location 
Exceptions: 

ÅEXCEPTIONS: 

 

1. All van parking spaces shall be permitted to be grouped on one 
level within a multi-story parking facility. 

 

2. Parking spaces shall be permitted to be located in different 
parking facilities if substantially equivalent or greater accessibility 
is provided in terms of distance from an accessible entrance or 
entrances, parking fee, and user convenience. 



ADA - Number Required ς 208.2 
TOTAL PARKING SPACES PROVIDED REQUIRED MINIMUM NUMBER OF 

ACCESSIBLE SPACES 

1 to 25 1 

26 to 50 2 

51 to 75 3 

76 to 100 4 

101 to 150 5 

151 to 200 6 

201 to 300 7 

301 to 400 8 

401 to 500 9 

501 to 1,000 2% of total 

1,001 and Over 20 plus one for each 100, or fraction 
thereof, over 1,000 



ÅException: This section does not apply to parking 
spaces used exclusively for buses, trucks, other 
delivery vehicles, law enforcement vehicles or 
vehicular impound and motor pools where lots 
accessed by the public are provided with an 
accessible passenger loading zone. 

208.1 Exception: 



208.2.1 Hospital Outpatient Facilities.   
Ten percent of patient and visitor parking spaces 
provided to serve hospital outpatient facilities shall 
comply with 502.  
 
208.2.2 Rehabilitation Facilities and Outpatient Physical 
Therapy Facilities.  
Twenty percent of patient and visitor parking spaces 
provided to serve rehabilitation facilities specializing in 
treating conditions that affect mobility and outpatient 
physical therapy facilities shall comply with 502.  



 

Virgin Islands Building Code 

1106.2 Groups R-2 and R-3. 

Two percent, but not less than one, of each type of 
parking space provided for occupancies in Groups R-2 
and R-3, which are required to have Accessible, Type 
A or Type B dwelling or sleeping units, shall be 
accessible.  

 

Where parking is provided within or beneath a 
building, accessible parking spaces shall also be 
provided within or beneath the building. 



502.3 Parking Space Access Aisle  



2010 ADA Standards - Van Spaces 
(502)  

оΩ ƻŦ ǿƛŘǘƘ Ŏŀƴ ōŜ ǇǊƻǾƛŘŜŘ ǿƛǘƘƛƴ ǎǇŀŎŜ ƻǊ ŀƛǎƭŜ  



2010 ADA Standards - Parking (208) 

    Van Spaces - 1 of every 6 accessible spaces 

 (instead of 1 of 8 as required in 1991 ADAAG) 



Access Aisles & Above Grade Signage 

502.6 ς Signs shall 
be 60 inches 

minimum above the 
ground, measured 
to the bottom of 
the International 

Symbol of 
Accessibility/Van 

Accessible language 
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Good or Bad? 
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Accessible Parking  Slope/Cross-
Slope 

Slopes should not 
exceed 2% 
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